FORZA"3 ‘ CIRCULAR KNOCK OUT PUNCHES

CIRCULAR KNOCK OUT PUNCH SERIE 54 54

Mechanical metal sheet punches with anti-scratch washer.Standard
punches can cut up to 4 mm in steel sheets and stainless steel.

Bullet points
» The screws of the 54 series drills are of very high strength 140Kg/
mm2.
+ Better performance and longer life due to ground cutting edge.

Ref. o Inch PG Screw §0 S&gg@?d

54/13 13 172" 7 0,10
54/14 14 . . 0,10
54/15 15 - 9 0,10

54/16 16 5/8" . V8 0,10 542008
54/17 17 - - 0,10
54/18 18.4 . 1 0,10
54/19 19 3/4" - 0,10
54/20 20.4 . 13 0,10
54/21 21 - - 0,10
54/22 22.5 7/8" 16 0,20
54/23 23 - - 0,20

54/24 24 . . M10 0,20 542010
54/25 25 1 - 0,20
54/26 26 . . 0,20
54/27 27 - - 0,20
54/28 28.4 13/32" 21 0,30
54/29 29 - - 0,30
54/30 30 . . 0,30
54/31 31 - - 0,30
54/32 32 11/4” . 0,30
54/33 33 - - 0,30

54/34 34 111/32 . M12 0,40 542012
54/35 35 - - 0,40
54/36 36 . . 0,40
54/37 37 - 29 0,40
54/38 38 11/2 . 0,40
54/39 39 - - 0,50
54/40 40 . . 0,60
: < 54/41 41 - - 0,60
: 54/42 42 . . 0,60
- 54/43 43 111/16” - 0,70
54/44 a4 . . 0,70
54/45 45 13/4" - 0,60

*This recommendation is general, there 54/46 = = = M14 A 542014
is a great variety of steels and stainless 2 ar 2 S L
steels. It is advisable to oil the sheet metal 55://23 :g ) ) g’gg
before cutting (e.g. use Forza cutting oil T o 1 51/1 & . 00

f. 54401). , . '

re 54/51 51 2 - 0,90
54/52 52 . . 0,90
54/55 55 - 42 1,60
54/60 60 23/8" 48 1,70
54/62 62 27/16” o 1,70
54/63 63 21/2" 5 1,70
54/65 65 2 9/16" - 210
54/70 70 23/4” 5 2,10
54/72 72 213/16” o 210
54/75 75 . . 2,60
54/76 76 3" - 2,60
54/80 80 31/8" . 2,60
54/85 85 33/8" - 3,30

54/89 89 31/2" . L2 3,30 A
54/90 90 - - 3,30
54/91 91 39/16” . 3,30
54/95 95 33/4” - 3,80
54/100 100 . . 3,90
54/102 102 4 - 3,90
54/105 105 41/8" . 4,10
54/110 110 45/16" - 4,50
54/115 115 a1/ . 4,60
54/116 116 49/16 - 4,60
54/120 120 . . 5,20

_ 184 The manuals can be found at www.forza.es



