12 TONES HYDRAULIC RAM PULLERS | FORZA@B

SERIE 1012H FORZA HYDRAULIC RAM PULLER 1012HO

12Tn hydraulic fixed jaw puller.
For external and internal.
Do not use wrenches or levers to tighten the sub-spindle.

Bullet points
» Hydraulic system: faster pulling with less effort.
» The force is applied directly to the body
» Faster assemby.
+ Safety pin to avoid overloading the spindle.
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Hydraulic Complete
Ref. m ‘ i ’ ﬂT AR ; -
J & spindle jaw
195 260

1012AH 160 5,2 150120 101050
1012H 160 150 210 4,9 150120 101050
1012LAH 220 195 260 5,9 150120 101060
1012LH 220 150 210 5,6 150120 101060

SERIE 1312TH HYDRAULIC RAM PULLER 1312TH

12Tn hydraulic 3 jaw puller.
Tighten the sub-spindle with a 17mm spanner.
Do not use wrenches or levers to tighten the sub-spindle.

Bullet points
+ Hydraulic system: faster pulling with less effort
+ More rigidity in extraction: force is applied directly to the body
+ Possibility of extraction with 2 or 3 legs pulling.
+ Safety pin to avoid overloading the spindle.
+ The pull out improves thanks to the three jaws.

Hydraulic .
i Ref. % @ Ay spindle Complete jaw
| 225 260

1312TH 5,2 150120 130760

SERIE 1312THA SELF CENTERING HYDRAULIC RAM PULLER 1312THA

12Tn hydraulic oscilating puller.
Tighten the sub-spindle with a 177mm spanner.
Do not use wrenches or levers to tighten the sub-spindle.

Bullet points
+ Hydraulic mechanism: faster pulling with less effort.
+ Self-centering system: automatic centering of the jaws for a better grip.
+ Possibility of extraction with 2 or 3 legs pulling.
- Safety pin to avoid overloading the spindle.
» The pull out improves thanks to the three jaws.

Spare part
Hydraulic
Ref. m AR spindle Jaw
5 260

7,6 150120 130786

1312THA | 22
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